


Multi-Purpose
Industrial PCs

Workhorse IPC D525 Intel Atom Intel Core i7 /i5

LEC 2 Series
: . o et o o et o 277x(67/89)x194mm
Dimension (WxHxD) 268x64x190mm (10.55"x2.52"x7.48") 268x64x190mm (10.55"x2.52"x7.48") 10.91"x(2.64/3.50)"x7 64"

Processor IntelAtom N270 16GHz ~ IntelAomD52518GHz  Intel 7AS/Celeon

Chipset Intel 945GSE + ICHTM Intel ICH8M HMSS

Memo i i Up to 2GB Up to 2GB Upto 8GB

Ethernet Controller Realtek RTL8111 x2 Realtek RTL8111 2 Intel 82574L x2

Graphic Controller IntelGMASSO  elGMA31S0  nel®@GMAHDGaphis

Audio Controller Realtek ALC888 Realtek ALC888S Realtek ALC888S
LAN

Display

Video Grabber

Audio

Serial /0

GPS

Digital V0

USB 2.0

Power Input

Expansion

Power Input +13~32Vdc, ATX Mode +9-~30Vdc, ATX Mode +9-~30Vdc, ATX Mode
AC Adapter TSWHIV@395A  TSWHIV@39sA TSWelvesssa

. Winbond W83627UHG integrated watchdog  Fintek F81865 integrated watchdog timer  Fintek F81865 integrated watchdog timer
Hardware Monitor timer 1-255 level 1~255 level 1~255 level

Certifications CE, FCC Class A CE, FCC Class A CE, FCC Class A

No N N
Operating Temperature Range
with Industrial Components
(Industrial Memory, CF, HDD,
SSD....

with Commercial Components

-10~55°C/14~131°F -10~55°CM14~131°F -20~55°C/-4~131°F




Value Proposition SFF Industrial PC Vision Control Networking IPC

268x43x144mm (10.55"x1.69"x5.67")  198x42x145mm (7.80“x1.65"x5.71") 198x42x145mm (7.80"x1.65"x5.71") 198x42x145mm (7.80"x1.65"x5.71")

Intel 945GSE + ICH7M Intel 945GSE + ICH7M Intel ICH8M Intel ICH8M

i to 2GB Uto 2GB i to 2GB i to 2GB

i ) b ) Intel 82574L x1 Intel 82574L x1
Realtek RTL8111 x2 Realtek RTL8111 x2 Intel 87583V 13 Intel 82583V x5

No No

Realtek ALC888 No

+13~32Vdc, ATX Mode +12~36Vdc, ATX Mode +12Vdc +/- 5% , ATX Mode +12Vdc +/- 5%, ATX mode

Winbond W83627UHG integrated watch-  Fintek F81865 integrated watchdog timer  Winbond W83627THG integrated watch-  Winbond W83627THG integrated watch-
dog timer 1~255 level 1~255 level dog timer 1~255 level dog timer 1~255 level

CE, FCC Class A CE, FCC Class A CE, FCC Class A CE, FCC Class A

-10~55°C/14~131°F -10~55°CM4~131°F No No







